


AMENDED TEXT
(Uniform Code – Amended Notice of Adoption)
THE RULE THAT (1) REPEALED PARTS 1220 THROUGH 1228 OF TITLE 19 OF THE OFFICIAL COMPILATION OF CODES, RULES AND REGULATIONS OF THE STATE OF NEW YORK;  (2) AMENDED TITLE 19 OF THE OFFICIAL COMPILATION OF CODES, RULES AND REGULATIONS OF THE STATE OF NEW YORK BY ADDING NEW PARTS 1220 THROUGH 1227; AND (3) AMENDED SECTION 1219.1 OF PART 1219 OF TITLE 19 OF THE OFFICIAL COMPILATION OF CODES, RULES AND REGULATIONS OF THE STATE OF NEW YORK, NOTICE OF ADOPTION OF WHICH WAS PUBLISHED IN THE STATE REGISTER ON APRIL 6, 2016, THE EFFECTIVE DATE OF WHICH IS OCTOBER 3, 2016, AS AMENDED PURSUANT TO THIS AMENDED NOTICE OF ADOPTION, IS AS FOLLOWS:
	1.  Parts 1220, 1221, 1222, 1223, 1224, 1225, 1226, 1227, and 1228 of Title 19 of the Official Compilation of Codes, Rules and Regulations of the State of New York are repealed.

	2.  Title 19 of the Official Compilation of Codes, Rules and Regulations of the State of New York is amended by adding new Parts 1220, 1221, 1222,  1223, 1224, 1225, 1226 and 1227 to read as follows:

Part 1220  Residential Construction
Section 1220.1 Requirements.
(a)  Except as provided in subdivision (b) of this section, the construction, alteration, movement, enlargement, replacement, repair, equipment, use and occupancy, location, maintenance, removal and demolition of: 
(1) detached one- and two-family dwellings not more than three stories above grade plane in height with a separate means of egress, and their accessory structures;
(2) multiple single-family dwellings (townhouses) not more than three stories above grade plane in height with a separate means of egress, and their accessory structures;
(3) one-family dwellings converted to bed and breakfast dwellings, and their accessory structures; and
(4) buildings or premises which are under the custody, licensure, supervision, or jurisdiction of a department or agency of the State of New York and which are regulated as a one- or two-family dwelling or a multiple single-family dwelling (townhouse) in accordance with established laws or regulations of such department or agency, and their accessory structures, 
[bookmark: _GoBack]shall comply with the requirements of the publication entitled “International Residential Code” (Publication Date: May 30, 2014, Second Printing), published by the International Code Council, Inc. Said publication (hereinafter referred to as the 2015 IRC) is incorporated herein by reference. Copies of the 2015 IRC may be obtained from the publisher at the following address:
International Code Council, Inc. 
500 New Jersey Avenue, NW, 6th Floor 
Washington, DC 20001
The 2015 IRC is available for public inspection and copying at:
New York State Department of State 
One Commerce Plaza, 99 Washington Avenue 
Albany, NY 12231-0001 
(b)  For purposes of applying the 2015 IRC in New York State, the 2015 IRC shall be deemed to be amended in the manner specified in the publication entitled “2016 Uniform Code Supplement,” publication date March, 2016, published by the New York State Department of State.  Said publication (hereinafter referred to as the “2016 Supplement” is incorporated herein by reference. Copies of the 2016 Supplement may be obtained and are available for inspection and copying at:
New York State Department of State 
One Commerce Plaza, 99 Washington Avenue 
Albany, NY 12231-0001 
(c)  Referenced standards. Certain published standards are denoted in the 2016 Supplement as incorporated by reference into 19 NYCRR Part 1220.  Such standards are incorporated by reference into this Part. Such standards are identified in the 2016 Supplement, and the names and addresses of the publishers of such standards from which copies of such standards may be obtained are specified in the 2016 Supplement. Such standards are available for public inspection and copying at the office of the New York State Department of State specified in subdivision (a) of this section.

Part 1221  Building Construction
Section 1221.1 Requirements.
(a)  Except as provided in subdivision (b) of this section , the construction, alteration, movement, enlargement, replacement, repair, equipment, use and occupancy, location, maintenance, removal and demolition of every building or structure, or appurtenance connected or attached to any building or structure, shall comply with the requirements of the publication entitled “International Building Code” (Publication Date: May 30, 2014, Third Printing), published by the International Code Council, Inc. Said publication (hereinafter referred to as the 2015 IBC) is incorporated herein by reference. Copies of the 2015 IBC may be obtained from the publisher at the following address:
International Code Council, Inc. 
500 New Jersey Avenue, NW, 6th Floor 
Washington, DC 20001
The 2015 IBC is available for public inspection and copying at:
New York State Department of State 
One Commerce Plaza, 99 Washington Avenue 
Albany, NY 12231-0001 
(b)  For purposes of applying the 2015 IBC in New York State, the 2015 IBC shall be deemed to be amended in the manner specified in the publication entitled “2016 Uniform Code Supplement,” publication date March, 2016, published by the New York State Department of State.  Said publication (hereinafter referred to as the “2016 Supplement” is incorporated herein by reference. Copies of the 2016 Supplement may be obtained and are available for inspection and copying at:
New York State Department of State 
One Commerce Plaza, 99 Washington Avenue 
Albany, NY 12231-0001 
(c)  Referenced standards. Certain published standards are denoted in the 2016 Supplement as incorporated by reference into 19 NYCRR Part 1221.  Such standards are incorporated by reference into this Part. Such standards are identified in the 2016 Supplement, and the names and addresses of the publishers of such standards from which copies of such standards may be obtained are specified in the 2016 Supplement. Such standards are available for public inspection and copying at the office of the New York State Department of State specified in subdivision (a) of this section.

Part 1222  Plumbing Systems
Section 1222.1 Requirements.
(a)  Except as provided in subdivision (b) of this section, the erection, installation, alteration, repair, relocation, replacement, addition to, use or maintenance of plumbing systems, nonflammable medical gas systems, and sanitary and condensate vacuum collection systems, shall comply with the requirements of the publication entitled “International Plumbing Code” (Publication Date: May 30, 2014, Third Printing), published by the International Code Council, Inc.  Said publication (hereinafter referred to as the 2015 IPC) is incorporated herein by reference. Copies of the 2015 IPC may be obtained from the publisher at the following address:
International Code Council, Inc. 
500 New Jersey Avenue, NW, 6th Floor 
Washington, DC 20001
The 2015 IPC is available for public inspection and copying at:
New York State Department of State 
One Commerce Plaza, 99 Washington Avenue 
Albany, NY 12231-0001 
(b)  For purposes of applying the 2015 IPC in New York State, the 2015 IPC shall be deemed to be amended in the manner specified in the publication entitled “2016 Uniform Code Supplement,” publication date March, 2016, published by the New York State Department of State. Said publication (hereinafter referred to as the “2016 Supplement” is incorporated herein by reference. Copies of the 2016 Supplement may be obtained and are available for inspection and copying at:
New York State Department of State 
One Commerce Plaza, 99 Washington Avenue 
Albany, NY 12231-0001 
(c)  Referenced standards. Certain published standards are denoted in the 2016 Supplement as incorporated by reference into 19 NYCRR Part 1222. Such standards are incorporated by reference into this Part. Such standards are identified in the 2016 Supplement, and the names and addresses of the publishers of such standards from which copies of such standards may be obtained are specified in the 2016 Supplement. Such standards are available for public inspection and copying at the office of the New York State Department of State specified in subdivision (a) of this section.

Part 1223 Mechanical Systems
Section 1223.1 Requirements.
(a)  Except as provided in subdivision (b) of this section, the design, installation, maintenance, alteration and inspection of mechanical systems that are permanently installed and utilized to provide control of environmental conditions and related processes within buildings shall comply with the requirements of the publication entitled “International Mechanical Code” (Publication Date: May 30, 2014, Third Printing), published by the International Code Council, Inc. Said publication (hereinafter referred to as the 2015 IMC) is incorporated herein by reference. Copies of the 2015 IMC may be obtained from the publisher at the following address:
International Code Council, Inc. 
500 New Jersey Avenue, NW, 6th Floor 
Washington, DC 20001
The 2015 IMC is available for public inspection and copying at:
New York State Department of State 
One Commerce Plaza, 99 Washington Avenue 
Albany, NY 12231-0001 
(b). For purposes of applying the 2015 IMC in New York State, the 2015 IMC shall be deemed to be amended in the manner specified in the publication entitled “2016 Uniform Code Supplement,” publication date March, 2016, published by the New York State Department of State. Said publication (hereinafter referred to as the “2016 Supplement” is incorporated herein by reference. Copies of the 2016 Supplement may be obtained and are available for inspection and copying at:
New York State Department of State 
One Commerce Plaza, 99 Washington Avenue 
Albany, NY 12231-0001 
(c)  Referenced standards. Certain published standards are denoted in the 2016 Supplement as incorporated by reference into 19 NYCRR Part 1223. Such standards are incorporated by reference into this Part. Such standards are identified in the 2016 Supplement, and the names and addresses of the publishers of such standards from which copies of such standards may be obtained are specified in the 2016 Supplement. Such standards are available for public inspection and copying at the office of the New York State Department of State specified in subdivision (a) of this section.

Part 1224  Fuel Gas Equipment and Systems
Section 1224.1 Requirements.
(a) Except as provided in subdivision (b) of this section, the design, installation, maintenance, alteration and inspection of fuel gas piping and equipment, fuel gas-fired appliances and fuel gas fired appliance ventilating systems shall comply with the requirements of the publication entitled “International Fuel Gas Code” (Publication Date: May 30, 2014, Third Printing), published by the International Code Council, Inc.  Said publication (hereinafter referred to as the 2015 IFGC) is incorporated herein by reference. Copies of the 2015 IFGC may be obtained from the publisher at the following address:
International Code Council, Inc. 
500 New Jersey Avenue, NW, 6th Floor 
Washington, DC 20001
The 2015 IFGC is available for public inspection and copying at:
New York State Department of State 
One Commerce Plaza, 99 Washington Avenue 
Albany, NY 12231-0001 
(b)  For purposes of applying the 2015 IFGC in New York State, the 2015 IFGC shall be deemed to be amended in the manner specified in the publication entitled “2016 Uniform Code Supplement,” publication date March, 2016, published by the New York State Department of State. Said publication (hereinafter referred to as the “2016 Supplement” is incorporated herein by reference. Copies of the 2016 Supplement may be obtained and are available for inspection and copying at:
New York State Department of State 
One Commerce Plaza, 99 Washington Avenue 
Albany, NY 12231-0001 
(c)  Referenced standards. Certain published standards are denoted in the 2016 Supplement as incorporated by reference into 19 NYCRR Part 1224. Such standards are incorporated by reference into this Part. Such standards are identified in the 2016 Supplement, and the names and addresses of the publishers of such standards from which copies of such standards may be obtained are specified in the 2016 Supplement. Such standards are available for public inspection and copying at the office of the New York State Department of State specified in subdivision (a) of this section.

Part 1225  Fire Prevention
Section 1225.1 Requirements.
(a)   Except as provided in subdivision (b) of this section, structures, processes and premises; the storage, handling or use of structures, materials or devices; the occupancy and operation of structures and premises; and the construction, extension, repair, alteration or removal of fire suppression and alarms systems, shall comply with the requirements of the publication entitled “International Fire Code” (Publication Date: May 30, 2014, Third Printing) published by the International Code Council, Inc.  Said publication (hereinafter referred to as the 2015 IFC) is incorporated herein by reference. Copies of the 2015 IFC may be obtained from the publisher at the following address:
International Code Council, Inc. 
500 New Jersey Avenue, NW, 6th Floor 
Washington, DC 20001
The 2015 IFC is available for public inspection and copying at:
New York State Department of State 
One Commerce Plaza, 99 Washington Avenue 
Albany, NY 12231-0001 
(b)  For purposes of applying the 2015 IFC in New York State, the 2015 IFC shall be deemed to be amended in the manner specified in the publication entitled “2016 Uniform Code Supplement,” publication date March, 2016, published by the New York State Department of State. Said publication (hereinafter referred to as the “2016 Supplement” is incorporated herein by reference. Copies of the 2016 Supplement may be obtained and are available for inspection and copying at:
New York State Department of State 
One Commerce Plaza, 99 Washington Avenue 
Albany, NY 12231-0001 
(c)  Referenced standards. Certain published standards are denoted in the 2016 Supplement as incorporated by reference into 19 NYCRR Part 1225. Such standards are incorporated by reference into this Part. Such standards are identified in the 2016 Supplement, and the names and addresses of the publishers of such standards from which copies of such standards may be obtained are specified in the 2016 Supplement. Such standards are available for public inspection and copying at the office of the New York State Department of State specified in subdivision (a) of this section.

Part 1226  Property Maintenance
Section 1226.1 Requirements.
	(a)  Except as provided in subdivision (b) of this section, all existing residential structures, all existing nonresidential structures, all existing premises, all equipment and facilities, all owners, operators and occupants of existing structures and premises, and the occupancy of all existing structures and premises, shall comply with the requirements of the publication entitled “International Property Maintenance Code” (Publication Date: May 30, 2014, Fourth Printing), published by the International Code Council, Inc.  Said publication (hereinafter referred to as the 2015 IPMC) is incorporated herein by reference. Copies of the 2015 IPMC may be obtained from the publisher at the following address:
	International Code Council, Inc. 
	500 New Jersey Avenue, NW, 6th Floor 
	Washington, DC 20001
The 2015 IPMC is available for public inspection and copying at:
	New York State Department of State 
	One Commerce Plaza, 99 Washington Avenue 
	Albany, NY 12231-0001 
	(b)  For purposes of applying the 2015 IPMC in New York State, the 2015 IPMC shall be deemed to be amended in the manner specified in the publication entitled “2016 Uniform Code Supplement,” publication date March, 2016, published by the New York State Department of State and in the manner specified in subdivision (d) of this section. The publication entitled “2016 Uniform Code Supplement” (hereinafter referred to as the “2016 Supplement”) is incorporated herein by reference. Copies of the 2016 Supplement may be obtained and are available for inspection and copying at:
New York State Department of State 
One Commerce Plaza, 99 Washington Avenue 
Albany, NY 12231-0001.
	(c) Referenced standards. Certain published standards are denoted in the 2016 Supplement as incorporated by reference into 19 NYCRR Part 1226. Such standards are incorporated by reference into this Part. Such standards are identified in the 2016 Supplement, and the names and addresses of the publishers of such standards from which copies of such standards may be obtained are specified in the 2016 Supplement. Such standards are available for public inspection and copying at the office of the New York State Department of State specified in subdivision (a) of this section.
	(d)  In addition to the amendments of the 2015 IPMC specified in the 2016 Supplement, for the purposes of applying the 2015 IPMC in New York State, Chapter 7 of the 2015 IPMC shall be deemed to be amended by the addition of new sections 704.3, 704.3.1, 704.3.2, 704.3.3, 704.3.4, 704.3.5, 704.3.6, and 704.3.7, said new sections to read as follows: 
	704.3 Single- and multiple-station smoke alarms in other existing residential buildings.  Single- and multiple-station smoke alarms shall be installed in accordance with sections 704.3.1 through 704.3.6 in all existing
(1) detached one- and two-family dwellings not more than three stories above grade plane in height with a separate means of egress;
(2) multiple single-family dwellings (townhouses) not more than three stories above grade plane in height with a separate means of egress;
(3) one-family dwellings converted to bed and breakfast dwellings; and
	(4) buildings which are under the custody, licensure, supervision, or jurisdiction of a department or agency of the State of New York and which are regulated as a one- or two-family dwelling or a multiple single-family dwelling (townhouse) in accordance with established laws or regulations of such department or agency..
	704.3.1 Where required.  Single- or multiple-station smoke alarms shall be installed and maintained regardless of occupant load at all of the following locations:
	(1) On the ceiling or wall outside of each separate sleeping area in the immediate vicinity of bedrooms.
	(2) In each room used for sleeping purposes.
	(3) In each story within a dwelling unit, including basements and habitable attics but not including crawl spaces and uninhabitable attics. In dwellings or dwelling units with split levels and without an intervening door between the adjacent levels, a smoke alarm installed on the upper level shall suffice for the adjacent lower level provided that the lower level is less than one full story below the upper level.
	704.3.2 Installation near cooking appliances.  Smoke alarms shall not be installed in the following locations unless this would prevent placement of a smoke alarm in a location required by Section 704.3.1:
	(1) Ionization smoke alarms shall not be installed less than 20 feet (6096 m) horizontally from a permanently installed cooking appliance. 
	(2) Ionization smoke alarms with an alarm-silencing switch shall not be installed less than 10 feet (3048 mm) horizontally from a permanently installed cooking appliance.
	(3) Photoelectric smoke alarms shall not be installed less than 6 feet (1829 mm) horizontally from a permanently installed cooking appliance.
	704.3.3 Installation near bathrooms.  Smoke alarms shall be installed not less than 3 feet (914 mm) horizontally from the door or opening of a bathroom that contains a bathtub or shower unless this would prevent placement of a smoke alarm required by Section 704.3.1.
	704.3.4 Interconnection.  Where more than one smoke alarm is required to be installed within an individual dwelling or sleeping unit, the smoke alarms shall be interconnected in such a manner that the activation of one alarm will activate all of the alarms in the individual unit. Physical interconnection of smoke alarms shall not be required where listed wireless alarms are installed and all alarms sound upon activation of one alarm. The alarm shall be clearly audible in all bedrooms over background noise levels with all intervening doors closed.
Exceptions:
	1. Interconnection is not required in buildings that are not undergoing alterations, 
	2. Smoke alarms in existing areas are not required to be interconnected where alterations or repairs do not result in the removal of interior wall or ceiling finishes exposing the structure, unless there is an attic, crawl space or basement available that could provide access for interconnection without the removal of interior finishes.
	704.3.5 Power source.  Single-station smoke alarms shall receive their primary power from the building wiring provided that such wiring is served from a commercial source and shall be equipped with a battery backup. Smoke alarms with integral strobes that are not equipped with battery backup shall be connected to an emergency electrical system. Smoke alarms shall emit a signal when the batteries are low. Wiring shall be permanent and without a disconnecting switch other than as required for overcurrent protection.
	Exceptions:
	1. Smoke alarms are permitted to be solely battery operated in existing buildings where no construction is taking place.
	2. Smoke alarms are permitted to be solely battery operated in buildings that are not served from a commercial power source.
	3. Smoke alarms are permitted to be solely battery operated in existing areas of buildings undergoing alterations or repairs that do not result in the removal of interior walls or ceiling finishes exposing the structure, unless there is an attic, crawl space or basement available that could provide access for building wiring without the removal of interior finishes.
	704.3.6 Smoke detection system.  Smoke detectors listed in accordance with UL 268 and provided as part of the building’s fire alarm system shall be an acceptable alternative to single- and multiple-station smoke alarms and shall comply with the following:
	(1) The fire alarm system shall comply with all applicable requirements in Section 907 of the 2015 International Fire Code.
	(2) Activation of a smoke detector in a dwelling or sleeping unit shall initiate alarm notification in the dwelling or sleeping unit in accordance with Section 907.5.2 of the 2015 International Fire Code.
	(3) Activation of a smoke detector in a dwelling or sleeping unit shall not activate alarm notification appliances outside of the dwelling or sleeping unit, provided that a supervisory signal is generated and monitored in accordance with Section 907.6.5 of the 2015 International Fire Code.

Part 1227   Existing Buildings
Section 1227.1 Requirements.
(a)  Except as provided in subdivision (b) of this section, the repair, alteration, change of occupancy, addition and relocation of existing buildings shall comply with the requirements of the publication entitled “International Existing Building Code” (Publication Date: May 30, 2014, Fifth Printing), published by the International Code Council, Inc. Said publication (hereinafter referred to as the 2015 IEBC) is incorporated herein by reference. Copies of the 2015 IEBC may be obtained from the publisher at the following address:
International Code Council, Inc. 
500 New Jersey Avenue, NW, 6th Floor 
Washington, DC 20001
The 2015 IEBC is available for public inspection and copying at:
New York State Department of State 
One Commerce Plaza, 99 Washington Avenue 
Albany, NY 12231-0001 
(b)  For purposes of applying the 2015 IEBC in New York State, the 2015 IEBC shall be deemed to be amended in the manner specified in the publication entitled “2016 Uniform Code Supplement,” publication date March, 2016, published by the New York State Department of State. Said publication (hereinafter referred to as the “2016 Supplement” is incorporated herein by reference. Copies of the 2016 Supplement may be obtained and are available for inspection and copying at:
New York State Department of State 
One Commerce Plaza, 99 Washington Avenue 
Albany, NY 12231-0001 
(c)  Referenced standards. Certain published standards are denoted in the 2016 Supplement as incorporated by reference into 19 NYCRR Part 1227. Such standards are incorporated by reference into this Part. Such standards are identified in the 2016 Supplement, and the names and addresses of the publishers of such standards from which copies of such standards may be obtained are specified in the 2016 Supplement. Such standards are available for public inspection and copying at the office of the New York State Department of State specified in subdivision (a) of this section.

3.  Section 1219.1 of Part 1219 of Title 19 of the Official Compilation of Codes, Rules and Regulations of the State of New York is amended to read as follows:
1219.1 [New York State] Uniform Fire Prevention and Building Code.
The [New York State] Uniform Fire Prevention and Building Code (the “Uniform Code”) includes Part 1220 (Residential [Code] Construction), Part 1221 (Building [Code] Construction), Part 1222 (Plumbing [Code] Systems), Part 1223 (Mechanical [Code] Systems), Part 1224 (Fuel Gas [Code] Equipment and Systems), Part 1225 (Fire [Code] Prevention), Part 1226 (Property Maintenance [Code]), and Part 1227 (Existing [Building] Buildings), [and Part 1228 (Additional Uniform Code Provisions)] of this Title and the publications incorporated by reference into those Parts.   
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